
europascal 
Calibration Experts 

 
 
 

 
By DAkkS accredited laboratory according to DIN EN ISO / IEC 17025: 2018. The accreditation is valid only for the quantities listed in the 
accreditation scope. (Our Laboratory number is D-K-15055-01-00). 
© 02.11.2021 Pressure • Electrical Quantities • Temperature • Flow • Humidity • Masses and Scales 1 / 2 

europascal GmbH Phone.: + 49 (0) 6181 / 42 30 9 0 service@europascal.de 
63456 Hanau Fax: + 49 (0) 6181 / 42 30 9 22 http://www.europascal.de 

 

 

East Hills Istruments 

200 bar Digital Gauge 

Winchester Model 1 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 

 
 

 Range: -0,95 to 200 bar 

 Accuracy: 0.05% of reading throughout the whole span 

 Intrinsically safe: Exia Clas I, II, III div.1 

 Powered by 3 AA batteries  

 Rugged, shock-proof design with included rubber housing 

 Recertification date reminder with 10-years memory 
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The Model 1 auto-ranging technology uses multiple piezoresistive sensors to read the entire 
range using just one gauge where it would otherwise require up to seven of our closest 
competitors digital gauges. It measures from absolute zero to 3000 psi (200 bar) and 
absolute without changing ports or pressing buttons. The new Winchester has full noise 
immunity, timer for backlight, cal date, serial number and battery voltage. It’s rugged, 
shockproof design comes equipped with a protective rubber housing. 

Specifications 

 -0,95 to 200 Bar (-28 Hg to 3,000 psi) 

 Accuracy: 0.05% of Reading throughout the whole span 

 Connections Process – ¼“NPT Male 

 Units: psi, kPa, mmHg, inHg, inH2o, mmH2o, kg/cm2, Bars Abolute, psi absolute, 

mbar absolute, mmHg absolute, Bar, mBar 

 Weight: less than 1 kg (1.6 lbs) 

 Warranty: 2-years 

 

  

 

 

Model 1 

1 Gauge 

1KT 
includes Gauge, NIST calibration certificate, adaptor, versatile hook 
and filter 


