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Software

750 SW DPC/TRACK2 
Software ™

DPC/TRACK2 Software is a 
specialized calibration manage -
ment database that can help you 
manage your instrumentation 
and address the documentation 
requirements of quality programs 
and regulations. With DPC/TRACK2 
and a 754 DPC you can:
•  Manage your inventory of tags 

and instruments, schedule for 
calibration

•  Create tag specific procedures 
with instructions and comment

•  Load those procedures to your 
DPC, and later upload the 
results to your PC

•  Select and execute automated 
as found/as left procedures in 
the field, automatically captur -
ing results

•  Examine the calibration 
histories of your tags and 
instruments and print reports

•  Import and export instrument 
data and procedures as ASCII 
text

•  Import legacy DPC/TRACK data
www.fluke.com/750 DPC software

700G/Track
Easy-to-use software for managing 
instruments and calibration data.
•  Enables data download and 

logging configurations to 
the 700G Series gauges for a 
remote logging event 

•  Configure logging event reading 
rate, duration and measurement 
units 

•  Upload measurements logged 
remotely and display or export 
measurements 

www. fluke.com /700Gsoftware

MET/TEAM ®  Test Equipment 
Asset Management Software
Manage more workload with  
less work.
•  Browser-based calibration asset 

management software
•  Fully integrated with MET/CAL ®  

Software
•  Microsoft SQL Server database
•  Highly customizable
•  Email automation
•  On-site calibration
www.flukecal.eu/METTEAM

Accessories

700HTP-2 Hydraulic  
Test Pump
The 700HTP-2 is designed  
to generate pressures up to 
10,000 psi/700 bar. Use the  
Fluke 700PRV-1 adjustable relief 
valves to limit pressures from 
1360 psi to 5450 psi. Use the 
700HTH-1 test hose to connect 
from the pump to the device 
under test.
www. fluke.com /process_acc

700PTP-1 Pneumatic  
Test Pump
The 700PTP-1 is a handheld 
pressure pump designed to  
generate either vacuum to  
-11.6 psi/-0.8 bar or pressure  
to 600 psi/40 bar.
www. fluke.com /process_acc

700LTP-1 Low Pressure  
Test Pump
Hand operated pressure pump 
designed to generate either 
vacuum to -13 psi/-.90 bar or 
pressures to 100 psi/6.9 bar. Ideal 
for low pressure applications 
requiring accurate low pressure 
testing.
www. fluke.com /process_acc

Log Ware
Turn a Fluke Calibration single-
channel handheld or 1502A/1504 
readout into a real-time data 
logger.
•  Collects realtime data
•  Calculates statistics and  

displays customizable graphs
•  Allows user-selected start 

times, stop times and sample 
intervals

www.flukecal.eu/logware
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